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1. 3rd Party Prerequisites 

1.1 Ioncube Installation / Configuratoin 
The Cast-Control Panel is encoded with Ioncube PHP Encoder, this software protects our source code 

as well as speeding up the processing time of PHP of in some cases up to 60%. 

Please note it is very important to ensure you select the correct operating system or the encoder will 

not function. 

1.3.1 Download & Install 

In most cases the ioncube loader is automatically installed at run-time, if this is not the case and you 

receive ioncube errors than please download encoders for your system from 

http://www.ioncube.com/loaders.php 

Installation instructions are available at http://www.ioncube.com/loader_installation.php 

 

1.2 RRDTool Installation / Configuration 

1.2.1 cPanel Site 

RRDTools is already installed on the majority of cPanel Installations. Use the following RRDTool Path 

in cast-control when prompted.  

/usr/local/cpanel/3rdparty/bin/rrdtool 

1.2.2 CentOS, Fedora, and RHEL distributions 

The simplest method of installing rrdtool would be to install the DAG repo into YUM. 

nano /etc/yum.repos.d/dag.repo 

This should create a new file, within this file place the following: 

[dag] 
name=Dag RPM Repository for Red Hat Enterprise Linux 
baseurl=http://apt.sw.be/redhat/el$releasever/en/$basearch/dag 
gpgcheck=1 
gpgkey=http://dag.wieers.com/rpm/packages/RPM-GPG-KEY.dag.txtenabled=1 

Now install rrdtool from YUM: 

yum install rrdtool 

 

  

http://www.ioncube.com/loaders.php
http://www.ioncube.com/loader_installation.php
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1.2.2.1 Manual Compilation 

If the ŀōƻǾŜ Ŧŀƛƭǎ ǘƘŀƴ ƛǘ ƳƛƎƘǘ ōŜ ƴŜŎŜǎǎŀǊȅ ǘƻ Ƴŀƴǳŀƭƭȅ ŎƻƳǇƛƭŜ ǊǊŘǘƻƻƭΩǎ ŦǊƻƳ ǘƘŜ ƭŀǘŜǎǘ ǎƻǳǊŎŜΦ 

yum install make gcc gettext cairo-devel php-gd libpng-devel freetype freetype-devel 
libart_lgpl-devel libxml2 libxml2-devel pango-devel dejavu-lgc-fonts; 

wget http://oss.oetiker.ch/rrdtool/pub/rrdtool.tar.gz; 

tar xvzf rrdtool*.tar.gz; 
cd rrdtool*/; 
./configure; 
make; 
make install; 

 

Once completed you can use the following command to find the exact path to the new binary: 

which rrdtool 

 

1.2.3 Debian Linux Distributions 

apt-get update --fix-missing; 
apt-get install freetype*; 
apt-get install rrdtool; 

 

Once completed you can use the following command to find the exact path to the new binary: 

which rrdtool 

1.2.4 FreeBSD Distrubutions 

cd /usr/ports/databases/rrdtool && make install clean 

 
The full path to rrdtool should be /usr/local/bin/rrdtool 
  

http://oss.oetiker.ch/rrdtool/pub/rrdtool.tar.gz
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2. Advanced Software Functionality 

2.1 Increasing File Manager Upload Limit 

2.1.0 General Overview 

This value is obtained from your php.ini, if you wish your clients to be able to upload more than the 

limit you will need to change the values "post_max_size" and "upload_max_filesize" in the php.ini. 

You will than need to restart Apache to apply the changes. 

2.1.1 Detailed Guide 

1. Create file called phpinfo.php with the following contents and upload to your webserver 

<?php 

        phpinfo(); 

?> 

2. Open the file in your web browser and search for the location of your PHP.INI  

   This is usually /etc/php.ini but can vary on many operating systems and distributions. 

3. Modify your php.ini with a text editor and locate post_max_size and upload_max_filesize 

    We recommend you set this value to 12MB. 

 

2.2 FTP Integration 
It is possible to integrate an FTP service such as ProFTPd into cast-control and allow your customers 

to upload audio files to use with their service. It is also possible to integrate directly into 

DirectAdmin or cPanel installations. 
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2.2.1 ProFTPd 

1. Find out the UID and GID used with cast-control 

ls ςl /var/www/html/panel/ 

 

This should return something similar to the following, 

note i have highlighted the USER and GROUP, you will 

need these in the next step.  

2. Discover the UID and GID of the above by executing similar to the following:  

id matt; 

 

You will now be presented with the UID and GID of the user, in my case the UID is 500 and the GID is 

also 500. 

 

3. Open the database.php for editing, on the last line before the άΚҔέ enter the following, replacing 

the UID, GID, FTP Host & Domain. 

$setting['ftpserver_integration']  = 'enabled'; 

$setting['ftpserver_host']  = 'yourdomain.comΩΤ 

$setting['ftpserver_domain']  = 'yourdomain.com'; 

$setting['uid'] = 500; 

$setting['gid'] = 500; 

 

4. Create the following two files and chown these to your cast-control user account: 

touch /etc/cc_passwd; 

touch /etc/cc_group; 

 

chown castcontrol:root /etc/cc_passwd;  

chown castcontrol:root /etc/cc_group; 
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5. Open your /etc/proftpd.conf for editing (if using plesk, modify /etc/proftpd.include instead): 

6. FIND the line containing AuthOrder and add the following to this line if not already:  

mod_auth_file.c 

7. Add the following to the file replacing x.x.x.x with your servers IP address: 

<Virtualhost x.x.x.x> 

AuthUserFile /etc/cc_passwd 

AuthGroupFile /etc/cc_group 

RequireValidShell off 

  ServerName "CastControl FTP Service" 

  IdentLookups                  off 

  DefaultRoot ~ 

</Virtualhost> 

 

8. Restart ProFTPd to apply the changes.  

If using Plesk, you can restart the FTP server by restarting the XINETD super service: 

/etc/init.d/xinetd restart 
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2.2.2 ProFTPd (Plesk) 

Follow 2.2.1 ProFTPd but update  
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2.3 Google Maps Integration 
The MaxMind database is automatically downloaded with the latest version of our software. 

 

1. Register a Google API Key from http://code.google.com/apis/maps/signup.html 

2. Login to Cast-Control, Navigate to Administration -> Configuration and select GeoIP 

3. Select 'Enabled' and enter your Google API Key. 

 

2.4 SMS Sending / Receiving Features 

2.4.1 Overview 

The SMS Modules allow you to both send and receive messages through Cast-Control. 

It is possible to configure SMS events alongside the standard email event templates. 

 

The Modules can also be used to control purchased services by starting, stopping, restarting 

shoutcast & AutoDJ services or updating passwords, scheduling playlists ect. 

2.4.2 SMS Configuration 

There are currently four options with the SMS configuration which are explained here. 

Gateway: 

Select your preferred gateway, it is best to select a gateway that deals closest with your country as 

not all gateways will provide premium international access. For example, txtlocal.co.uk have a 

premium link with mobile connections in the UK while only a standard link for most international 

locations. This means that numbers that have been either created or changed in the last 6-12 

months might not be available. 

Use Secure Socket:  

This functionality creates a secure socket to your provider, most providers will support this 

functionality and this is recommended. 

Service Control: 

Allow customers to send commands to the number to control their shoutcast & autodj services. The 

notification URL should be set to http://yourdomain.com/panel/castcontrol/receivesms.php. See the 

configuration documentation specific to your gateway for more information. 

Reply: 

Send a confirmation to authorised numbers that send a command to the sms service control. 

Please note that if your gateway charges per message, this will incur the standard fee PER MESSAGE. 

2.4.3 Supported Gateways 

UK - www.txtlocal.co.uk 

2.4.4 Usage Documentation 

Refer to Quick Start Usage guide on our website at www.cast-control.net 

 

http://code.google.com/apis/maps/signup.html
http://cast-control.net/docs/?documentId=134
http://www.cast-control.net/
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2.5 MSN Messenger Service 

2.5.1 Requirements 

The following PHP Extensions are required to run the messenger control service. 

¶ Curl, Curlwrappers 

¶ Mhash 

¶ Mcrypt 

¶ Bcmath 

¶ OpenSSL, urlSSL 

¶ SOAP 

¶ Ports 1863 and 443 are also required to be open, both are required to establish secure 
communications with the messenger service. 

2.5.2 Configuration 

1. Login to Cast-Control 
2. Navigate to Administration -> Configuration -> Messenger 
3. Configure your Messenger login details 

Messenger Service Control: Select Enabled. 
MSN Email: Enter the newly created messenger account email 
MSN Password: Enter the newly created messenger account password 
Alias: This is the Display name of the Messenger Bot 
Personal Message: This is the Personal Message that is displayed 

4. Click "Save Configuration" 
 

5. Select the Messenger tab yet again than select " Click here to save and restart the 
Messenger Service " 

The Messenger service should now start within the next 5 minutes, if it still does not start than you 

should follow the Troubleshooting options below. 

2.5.3 Troubleshooting 

Please Note: All items in blue should be replaced with their actual values. 

1. Login to your SSH terminal. 
2. Run the following which will display any errors that arise, make sure to replace the path with 

your actual path. 

/usr/bin/php /path/to/cast-control/scanner/msnbot.php 
 
If there are connectivity problems, please ensure the ports listed in the requirements are 
acccessible.  


