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1. 3rd Party Prerequisites 

1.1 Ioncube Installation / Configuratoin 
The Cast-Control Panel is encoded with Ioncube PHP Encoder, this software protects our source code 

as well as speeding up the processing time of PHP of in some cases up to 60%. 

Please note it is very important to ensure you select the correct operating system or the encoder will 

not function. 

1.3.1 Download & Install 

In most cases the ioncube loader is automatically installed at run-time, if this is not the case and you 

receive ioncube errors than please download encoders for your system from 

http://www.ioncube.com/loaders.php 

Installation instructions are available at http://www.ioncube.com/loader_installation.php 

 

1.2 RRDTool Installation / Configuration 
Download and extract this file: http://www.gknw.net/mirror/rrdtool/rrdtool-1.2.30-bin-w32.zip 

Move the directory rrdtool/ to your hard disk, preferably c:/rrdtool/ 

Copy the 2 font files from c:/rrdtool/ into c:/windows/fonts/ to install the rrdtool fonts. 

That is it!  

  

http://www.ioncube.com/loaders.php
http://www.ioncube.com/loader_installation.php
http://www.gknw.net/mirror/rrdtool/rrdtool-1.2.30-bin-w32.zip
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2. Advanced Software Functionality 

2.1 Increasing File Manager Upload Limit 

2.1.0 General Overview 

This value is obtained from your php.ini, if you wish your clients to be able to upload more than the 

limit you will need to change the values "post_max_size" and "upload_max_filesize" in the php.ini. 

You will than need to restart Apache to apply the changes. 

2.1.1 Detailed Guide 

1. Create file called phpinfo.php with the following contents and upload to your webserver 

<?php 

        phpinfo(); 

?> 

2. Open the file in your web browser and search for the location of your PHP.INI  

   This is usually /etc/php.ini but can vary on many operating systems and distributions. 

3. Modify your php.ini with a text editor and locate post_max_size and upload_max_filesize 

    We recommend you set this value to 12MB. 

 

2.2 FTP Integration 
FTP Integration is not available on windows. 

  

2.3 Google Maps Integration 
The MaxMind database is automatically downloaded with the latest version of our software. 

 

1. Register a Google API Key from http://code.google.com/apis/maps/signup.html 

2. Login to Cast-Control, Navigate to Administration -> Configuration and select GeoIP 

3. Select 'Enabled' and enter your Google API Key. 

  

http://code.google.com/apis/maps/signup.html
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2.4 SMS Sending / Receiving Features 

2.4.1 Overview 

The SMS Modules allow you to both send and receive messages through Cast-Control. 

It is possible to configure SMS events alongside the standard email event templates. 

 

The Modules can also be used to control purchased services by starting, stopping, restarting 

shoutcast & AutoDJ services or updating passwords, scheduling playlists ect. 

2.4.2 SMS Configuration 

There are currently four options with the SMS configuration which are explained here. 

Gateway: 

Select your preferred gateway, it is best to select a gateway that deals closest with your country as 

not all gateways will provide premium international access. For example, txtlocal.co.uk have a 

premium link with mobile connections in the UK while only a standard link for most international 

locations. This means that numbers that have been either created or changed in the last 6-12 

months might not be available. 

Use Secure Socket:  

This functionality creates a secure socket to your provider, most providers will support this 

functionality and this is recommended. 

Service Control: 

Allow customers to send commands to the number to control their shoutcast & autodj services. The 

notification URL should be set to http://yourdomain.com/panel/castcontrol/receivesms.php. See the 

configuration documentation specific to your gateway for more information. 

Reply: 

Send a confirmation to authorised numbers that send a command to the sms service control. 

Please note that if your gateway charges per message, this will incur the standard fee PER MESSAGE. 

2.4.3 Supported Gateways 

UK - www.txtlocal.co.uk 

2.4.4 Usage Documentation 

Refer to Quick Start Usage guide on our website at www.cast-control.net 

  

http://cast-control.net/docs/?documentId=134
http://www.cast-control.net/
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2.5 MSN Messenger Service 

2.5.1 Requirements 

The following PHP Extensions are required to run the messenger control service. 

 Curl, Curlwrappers 

 Mhash 

 Mcrypt 

 Bcmath 

 OpenSSL, urlSSL 

 SOAP 

 Ports 1863 and 443 are also required to be open, both are required to establish secure 
communications with the messenger service. 

2.5.2 Configuration 

1. Login to Cast-Control 
2. Navigate to Administration -> Configuration -> Messenger 
3. Configure your Messenger login details 

Messenger Service Control: Select Enabled. 
MSN Email: Enter the newly created messenger account email 
MSN Password: Enter the newly created messenger account password 
Alias: This is the Display name of the Messenger Bot 
Personal Message: This is the Personal Message that is displayed 

4. Click "Save Configuration" 
 

5. Select the Messenger tab yet again than select " Click here to save and restart the 
Messenger Service " 

The Messenger service should now start within the next 5 minutes, if it still does not start than you 

should follow the Troubleshooting options below. 

2.5.3 Troubleshooting 

Please Note: All items in blue should be replaced with their actual values. 

1. Login to your SSH terminal. 
2. Run the following which will display any errors that arise, make sure to replace the path with 

your actual path. 

/usr/bin/php /path/to/cast-control/scanner/msnbot.php 
 
If there are connectivity problems, please ensure the ports listed in the requirements are 
acccessible. 
 


